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BSP Bonded Seals     

88.2003.

REFERENCE

I S D

inch mm mm

88.2003.02 1/8” 2.1 16.0

88.2003.04 1/4” 2.1 20.5

88.2003.02 1/8” 2.1 16.0

88.2003.04 1/4” 2.1 20.5

88.2003.02 1/8” 2.1 16.0

88.2003.04 1/4” 2.1 20.5

88.2003.02 1/8” 2.1 16.0

88.2003.04 1/4” 2.1 20.5

88.2003.02 1/8” 2.1 16.0

88.2003.04 1/4” 2.1 20.5

MATERIAL: Rubber Ring (NBR)  
and mild steel ring

FINISH: Chromium-(VI) Free plating / 
ROHS compliant

VERSIONS: Stainless Steel (add an  
‘S’ at the end of the REFERENCE)

Metric Bonded Seals      

88.2004.

REFERENCE

I S D

inch mm mm

88.2004.06 6 1.3 12.0

88.2004.08 8 1.3 14.0

88.2004.10 10 2.1 16.0

88.2004.12 12 2.1 18.0

88.2004.14 14 2.1 22.0

88.2004.16 16 2.1 25.0

88.2004.18 18 2.5 25.0

88.2004.20 20 2.5 28.0

88.2004.22 22 2.5 32.0

88.2004.24 24 2.5 33.0

88.2004.26 26 2.5 35.0

88.2004.30 30 2.5 39.0

MATERIAL: Rubber Ring (NBR) and 
mild steel ring

FINISH: Chromium-(VI) Free plating / 
ROHS compliant

VERSIONS: Stainless Steel (add an  
‘S’ at the end of the REFERENCE)




